
FILTRATION & PROCESSING SOLUTIONS EV9300-90 • EV9300-95 SPECIFICATION SHEET

DUAL HOUSING SYSTEM AVAILABLE WITH OR WITHOUT ULTRAVIOLET TREATMENT

Any foodservice application

APPLICATIONS FEATURES • BENEFITS

Choose a location that supports the 
system’s operating weight 

Install vertically with cartridge hanging 
down

Allow 21⁄2" (6.35 cm) clearance below the 
cartridge for easy cartridge replacement

Ensure that the O-ring is lubricated

Insert cartridge then hand-tighten 
housing into head; do not use a key

Flush cartridge by running water through 
filter for five minutes at full flow

Change cartridges on a regular 6 (six) 
month preventative maintenance program

Change cartridges when capacity is 
reached or when pressure drops

Clean the housing with a detergent during 
cartridge change/prior to installing a new 
prefilter cartridge. 

Flow rate must not exceed 2.0 gpm (7.57 
Lpm)

Always inspect the O-ring, replacing if 
necessary, and lubricate at time of filter 
change

Always flush the filter cartridge at time of 
installation and cartridge change

INSTALLATION TIPS OPERATION TIPS

Not shown:
EV9534-40 EC110 Prefilter Cartridge
DEV9830-01 HQS-WF Carbon Block Cartridge
EV3137-80 UV Lamp 
EV3137-82 UV Ballast
EV3137-81 Quartz Sleeve

EVERPURE® HQS-WF FILTRATION SYSTEM

Built-in water pressure gauge helps 
monitor proper flow

Flush valve to purge the system during 
filter changeout

Keyed mounting bracket and screws for 
quick and easy installation

EC-110 prefilter included, drop-in filter 
cartridge easily changed out to suit your 
needs* 

Ultraviolet (UV) system included with 
EV9300-95 model,  capacity is 2 gpm 
(7.57 Lpm)

*Replacement cartridges sold separately

This system must be installed and 
maintained according to the manufac-
turer’s instructions, including installation 
and replacement of filter cartridges

EV9300-90

EV9300-95
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